
POE Switches Pro Series 

Model: iV-SW-POE-8G-U2G 

iV-Pro Model: iV-SW-POE-8G-U2G is a 8 port 100/1000 Full Gigabit POE Switch with high quality in built 

components to deliver High Definition video data transmission with dual uplink Ethernet ports for Multiple 

connectivity.  The Switch supports 15.4 or 30 Watts of Power Over Ethernet connectivity with VLan Switch 

features for long distance transmissions with distances of up to 200+ Meters on a Single Cat6 Cable with Led 

indicators for monitoring.                    

The total power of the Switch is 150 Watts, with each port supporting up to 15.4 watts Gigabit 100/1000 Mbps. 

Dedicated 2 uplink Gigabit 100/1000 ports are also added for connecting to the NVR and the other to the Router 

internet. The Switch ports can automatically detect and provide power for any connected 802.3af/at Powered 

Device(PD), such as IP Cameras and IP Phones. All POE ports support the IEE802.3af/at standard with a 

maximum output of 30W per port. The POE Switch also have an additional SFP Port for Fiber connectivity. 

     

 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features 

    8 Port POE Switch 100/1000 Mbps with 2 Uplink 100/1000 

    Each POE port supports 15.4 Watts to a maximum of 30 watts   

    Total power of the POE switch is 150 watts, supports IEEE802.3af/at    

    Supports restrain network storm and VLAN functions 

    Transmission distance up to 250m at 10 Mbps with POE Power 

    All port supported by MDI,MDIX auto flip and self-negotiation   

    Adopts store-and-forward architecture with built in power supply 

    Passive cooling, compact design, suitable for desktop or wall mountable 

    Support lightning protection up to 2000V 

    LED Indicators for Monitoring power, link, activity and speed 

    Auto Mac IP Address with Learning and Aging features 

 

 

 

        



 

 

 

 

 

Model iV-SW-POE-8G-U2G 

Power & Consumption AC 110V-220V;  Maximum Power - 150W(52V 2.35A) 

Network Interface 1-8 Port : 100/1000Mbps, 1-2 Uplink Port : 10/100/1000Mbps  

Transmission Distance 
1-8 Port : 1000Mbps:0~100m;   10Mbps: 0~250m;  
1-2 Uplink Port : 0 ~ 100m  

Transmission Medium Cat5/5e/6 standard network cable 

Network Standard IEEE802.3/802.3u, IEEE802.3x,IEEE802.ab 

Switching Capacity 5.6Gbps 

Packet Buffer Memory 1Mbits  

Throughput 4.1664Mbps 

Mac Table 2K 

Packet Forwarding Rate 10Mbps: 14880pps/port             100Mbps: 148800pps/port 

POE Standard IEEE 802.3af/at 

POE Power Supply End-Span(1/2+;3/6-) 

POE Power af =15.4W,  at=30W for each port 

Port Function 
Power priority mechanism, fast and forward, MAC automatic 
learning and aging IEEE802.3X Full-duplex and mode and 
backpressure for Half-duplex mode 

LED Indicator LINK/ACT.100Mbps;PoE Status Indicator; Power indicator 

Working Temperature 0℃~55℃ 

Relative Humidity 20~95% 

Storage Temperature -20℃~70℃ 

Standards CE, FCC  

Weight, Construction & Dimensions  
1.05 kg, Housing: Heavy Metal Casing  
Color: Black;    202mm*140mm*45mm    

 

 

 

 

 

 

 

Technical Specifications: 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Dimensions & Connection Diagrams: 



 

 

 

 


